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HUGNG DAN LAP DAT CHAU TREO TUONG
WALL HUNG LAVATORY INSTALLATION MANUAL

LHT766***, LPT766***
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A. Lip dit chau chan lieng./ Install the half pedestal lavatory.

1. Khoan 18 bt bulong./ Drill bolt holes. 2. Lép bulong cb dinh./ Install bolts.
Chu y: Dam bao kich thuéc (A) nhw ban vé. :

Note: Ensure that (A} dimension extract as
drawing.
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3. Lap cb dinh than chau./ Install the lavatory.
Chu y: Duing thuéc nivo kiém tra do thing
béng clia chau.

Note: Use a water level to take the balance
for lavatory.

Thuwéc nivo
Water level

'Pai bc/ Nut
Long den/ Washer

Bac dan huwéng
Guide nut

4. Lay dau vj tri I4p cb dinh chan chau.
Marking position to fixed the haft pedestal.

L&y dAu vién chan chau
Mark border of the pedestal

5. Thao chau ra khoi gia 4.
Remove the lavatory out of the hanger.

o

Ay
i

\
/q)’

6. LAy dau vj tri I&p vit cb djnh chan chau.
Marking position to install the screw fixed
the half pedestal.

7. Lép hai vit treo sao cho thira ra mét doan béng khoang cach (B) tir mat tudng téi hét tai treo
clia chan chau. )

Install two screws so that extra a section as distance (B) from wall surface to end of the
pedestal's hanger.

(B)

Mat twong P

Wall surface

Tai treo
Hanger

8. LAp vdi va cb thoat thai.

Install the faucet and the pop up waste.
Chi tiét xem hwong dan di keém voi chau.
Refer manual attached to the faucet.
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9. Lap cé dinh than chau./ Install the lavatory.
Chu y: Dung thwéc nivo kiém tra do thang
béng clia chau.

Note: Use a water level to take the balance
for lavatory.

10. Lap 6ng thai va day cap nuéc.
Install the P-trap and flexible hose.

Silicone

41. LAp vit cb dinh chan chau.
Install the screw to fixed the half pedestal.

B. Lip dat chau chan dai./ Install the full pedestal lavatory.

1. LAy dau lap gia d& chan chau. 2. L&y dau 16 cb dinh chau.
Marking position to install the bracket. Marking hole to fixed the lavatory.
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3. L&p cb dinh chau va gia d& chan chau./ Install the lavatory and the bracket of pedestal.
Tién hanh l4p dat theo cac buéc 2, 8, 9, 10 (muc A).

Install as steps 2, 8, 9, 10 (item A).
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Silicone

4. Lap cb dinh chan chau vao gia d6.
Install to fixed the pedestal into the bracket.
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